REVISION HISTORY

.250—18 NPT REV ECM # DATE/INITIAL

(GAUGE PORT) B E16657 10-07-88

CIRCUIT BREAKER FUSES C | 512028 | 08-28-96/WF

(PRIMARY AND SECONDARY) D 0710034 01-28-08/KB

A , ADJUSTABLE RELIEF VALVE
REMOTE ON—OFF—MOMENTARY ON 2 POSITION 2,000—10,000 PSI [138,0-690,0 BAR]
SWITCH 3—WAY FILLER VENT— (MUST BE OPEN
MANUAL 0 PORT DURING OPERATION
VALVE N CLOSED FOR SHIPPING
N ONLY.)
]~ —® 5 FT. [1524,0]
™ —— POWER CORD
J N i i \ | \ (NO PLUG ON MODELS
REMOTE CONTROL - .375—18 NPT PUM 1200E AND PUJ 1200E)
10.00 FT. [3048,0] CORD 8 12 75 925 | PORT
(MODELS PUJ12008B [206,2] [19,0] 133.4
AND PUJ1200E ONLY) S 62
~—Toaa 3] = _ 9.62 N\
’ [244,3] 2—HOLES 180° APART
FOR ©.375 [9,53]
CAPSCREW MOUNTING
OIL FLOW DELIVERY
200 IN.>/MIN. [3,4 L/MIN.] FROM O PSI — 250 PS| [0 — 17,2 BAR] SHIPPING WEIGHT 25 LBS. [11,4Kg]
20 IN.S/MIN. [.34 L/MIN.] 8,500 PSI [586,0 BAR] RESERVOIR CAPACITY — .75 GAL. [2,84 L.] TOTAL
18 IN.®/MIN. [.31 L/MIN.] 10,000 PSI [690,0 BAR] RESERVOIR CAPACITY — .50 GAL. [1,89 L.] USABLE
MAX. CONTINUOUS PRESSURE — 8,500 PSI [586,0 BAR] 15 AMP. , 120V. GROUNDED 1o CIRCUIT REQUIRED, FOR
INTERMITTENT PRESSURE —10,000 PSI [690,0 BAR] , 30 SECONDS MAX. MODELS PUM 1200B AND PUJ 1200B ONLY.
MAX. OPERATING OIL TEMP. — 150° F. [65° C.] FOR PUM 1200E AND PUJ 1200E, PUJ1200EA001, PUJ1200EAQ02
MODELS PUM 1200B AND PUJ 1200B FOR 115V, 60 HZ., 1 PHASE. CONSULT FACTORY.
MODELS PUM 1200E AND PUJ 1200E, PUJ1200EAQ01, PUJ100EA0O2 DIMENSIONS IN [ ] ARE MM.

FOR 230V, 50 HZ., 1 PHASE

115 V MODELS ARE CSA APPROVED

2350 V MODELS ARE CSA & CE APPROVED
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